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COMPOSITES

DATA SHEET

Ped Pavers

PRODUCT AND COMPANY IDENTIFICATION

Product type: Paving For Use With
Pedestals
Trade Name: Ped Pavers
Manufacturer: Castle Composites Limited
Units 1-5, Nisbet Way
Ravenstruther
Lanark, ML11 7SF
Phone No.: 01555 870003
DIMENSIONS
500 x 500 x 25mm
WEIGHT

11kg each (44kg per m2)

BREAKING LOAD

5.2kN - 520kg per slab.

REACTION TO FIRE

Class A1 No Combustible as per EN 13501-1

SLIP RESISTANCE
Pendulum Test Value Dry: 66 (Low Potential For Slip)
Pendulum Test Value Wet: 53 (Low Potential For Slip)

As per BS EN 16165:2021 Annex C and The Assessment of Floor Slip Resistance -
The UK slip resistance Guidelines Issue 5 — 2016 using slider 55.



COMPOSITION INFORMATION

Glass fibre reinforced concrete. Manufactured using high strength cement,
efflorescence additives to reduce water absorbtion and efflorescence issues,
high quality chopped glass fibre strand for excellent breaking loads and anti
shatter properties.

HAZARD IDENTIFICATION

When cutting the product Gloves, Eye Protection and Dust Masks to a minimum
standard of FFP3 must be worn. The classification information below applies to
dust created from cutting.
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FIRE FIGHTING MEASURES

Product not combustible.

HANDLING AND STORAGE

Avoid breakages that might cause dust or sharp edges.

Stack on timber pallets and secure to pallet before moving.

If stacking pallets ensure ground is level and stack no more than two high.
Wear suitable gloves when handling the product.
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